SVK3000

Enclosure Cooler
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2700 Watt Sogutma Kapasitesi
2700 Watt Cooling Capacity

Dikili Tip, ‘'Kapak / Yan’ Montaj
Wall Mount Door Type

Dijital Smart Kontrol, Haberlesmeli
Digital Smart Controller

Paslanmaz Celik

Stainless Steel

Kolay Bakim / Agilabilir Kapakl
Easy Maintenance/Openable Cover

A Sinifi Ekipman
A Class Equipment

TEKNIK BiLGILER

TECHNICAL DETAILS

1150

SVK-3000

Sogutma Kapasitesi (L35 / L35)  Cooling Capacity (L35 / L35) 2700 W
Sogutucu Gaz Tipi _ Type Of Refrigerant R 134a

Sogutucu Gaz Miktari Amount Of Refrigerant 670 gr

Fabrika Termostat Degeri Default Thermostat Setting 34°C

Difransiyel Hysteresis 4°C

Dis Unite Fan Debisi ~ External Circuit 1175 m*/h

ic Unite Fan Debisi Internal Circuit 945 m*/h

Enerji Frekansi Rated Frequency 50/60 Hz

Enerji Voltaji Input Voltage 230V | 400V
Cekilen Gug Power Absorbed L35 L35 1250 W

Calisma Akimi Running Current 57A | 26A
Baslangic Akimi 7 Starting Current 6.2A | 40A
Agirhk Weight 53 kg

Yikseklik x Genislik x Derinlik Height x Width x Depth mm 1150 X 400 X 295
Metal Aksam Cinsi Corrosion Protection (cover) Stainless

Montaj Sekli 7 Orientation Wall Mount
Koruma Sinifi System of Protection IP 54

Calisma Araligi Ambient Air Temperature A€ o 5 AC
Kompressor Compressor Embraco

Fanlar Fans EbmPapst
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PRODUCT

PARTS

Control Card
Kontrol Karti

Evaporator Fan
Evaporatér Fani
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Fan Vent
Fan Menfezi

2

Openable Door

Acllabilir Kapak/@

Door Lock
Kapak Kilidi

i

Evaporator unit
Evaporator unite

Condanser Unit 1
Kondanser g Cold Air Blow
- i '/' Soguk Hava Ufleme
Digital Display 3 Screw Slot
Dijital Gosterge /(V‘da Yuvasi
" Screw and Nut
Vida ve Somun

Drenaj Hortumu
Condanser Fan !

Compressor
Kondanser Fani P

Kompresor  Drainage Nipple
Drenaj Nipeli

PRODUCT

DESCRIPTION

Acllabilir kapakli, Kolay Bakim Ozellidi
Openable cover, Easy Maintenance

Dijital gbsterge ve akilli elektronik kontrol
Smart digital display and Smart electronic control

Ethernet ve RS485 Haberlesme ile uzaktan kontrol
Remote control with Ethernet and RS485 Communication

Kapl switch baglantisi
Door switch connection

Ariza ikaz sistemi / kuru kontak; hatalar PLC'de okunabilir ya da 220 V ¢ikis alinabilir
Fault warning system/dry contact; faults can be read on PLC or 220 V output

Ug SensorlU koruma dizeyi, bakim icin kullaniciyi bilgilendirme ozelligi
Three-sensor protection; Advance information feature for maintenance

Celik dis gdvde, estetik tasarim. Paslanmaz ya da boyali (opsiyonel)
Steel out body, modern design. Stainless or painted (optional)
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Control Boards

S 230V. Energy

Ethernet Compressor

Evap. Fan

. RS-485
B oo sensor 3 Fixi
1 IXin
B coorsensor

Bl concanser sensor

Exterior Sensor pr—
| Water Level Check . P

Door Switch
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FreeCool Fan ] Screen Socket

I Ethernet

Alarm
(Dry Contact)

X ,g www.uludagklima.com ‘ 13



